Installation Guide for 2006-2010 Volkswagen Passat and Passat CC
Difficulty: EASY
Time: 15 mins
Tools needed:
Torx Screwdriver
Plastic Pry Tool
RCD or RNS Series Head Unit
Step 1
Turn off car and disconnect negative battery terminal
Step 2
To the left and right of the emergency blinker are two trays. The covers pop off,
easy to pop off from bottom. The yellow arrows point to the spots where the
cover held in place.

Step 3
Using a plastic pry tool, work your way around the surrounding trim. There are
roughly 6 clips. (See photos). The entire trim piece will then snap off. Do NOT
unplug the airbag harness on the bottom of the trim. This will cause an airbag
warning light on your dashboard. The yellow arrows below are where the trim
moulding is held in place.

Step 4
Grab your Torx screwdriver and and remove the 4 screws (2 on left & 2 on
right) Set aside screws

.

Step 5
Slide out old radio and disconnect all cables from rear. (Power, Radio antenna,
and SAT antenna if applicable)
The main black harness (Quadralock) can be removed by pinching the lower
securing mechanism, then sliding it out of place.
The antennas can be removed by pressing on the small triggers on the antenna
connections, then sliding outwards to remove.

Step 5
Attach all applicable cables and antennas, and slide in radio. Mount the GPS
and Sirius Antenna on the upper portion of the inner dash, or on top of the
dashboard to get the best signal. Grab the Torx screws and fasten them back
into the new radio. "Pop" the trim back in to place by gently pressing all along
sides and center.
Step 6
Reconnect battery terminal, power up radio and type radio code into prompt

Your installation is now complete! Enjoy your Genuine
Volkswagen In-Dash Head Unit!

